
Vorteile/Features:

• Komplett aus eloxiertem Aluminium 
 Manufactured entirely from 
 anodised aluminium
• Verstellbarer Feststellhebel (360 Grad)
 Adjustable locking lever (360 degree)
• Kameraschnellkupplung CX440 mit   
 drei Wasserwaagen (Mod. CB7.3)
 QRC-System* CX440 with three   
 spirit levels (mod. CB7.3)
• Wechselteller mit 1/4“- 3/8“ Gewinde 
 (Mod. CB2.7)
 Camera plate with 1/4“- 3/8“ thread
 (mod. CB2.7)
• Wechselteller mit 1/4“ Kamera-
 schraube und Blitzschuh (Mod. CB2.7)
 Top plate with 1/4“ camera screw  
 and hot shoe (mod. CB2.7)

CB-SERIE
Kugelköpfe/Ball heads

CB7.3 mit/with CX440
[40073]

CB7.1
[40071]

Kompakter, stabiler Kugelkopf für den 
Einsatz von DSLR-Kamera 
Compact, stable ball head for the use of 
DSLR cameras

Leichter Kugelkopf aus Aluminium für den Ein-
satz von Kompaktkameras und Blitzgeräten 
Lightweight aluminum ball head for the use of 
compact cameras and fl ash units

CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440CB7.3 mit/with CX440
[40073][40073][40073][40073][40073]

CB2.7 
[40027]
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Alle Maße und Gewichtsangaben sind Circa-Werte. 
Design-Änderungen und Farbabweichungen zu den 
Abbildungen sind möglich.
Technische Änderungen sowie Irrtum vorbehalten.

All sizes and weights are approximate. Design modifi cation
and colour deviations as compared with the illustration
are possible. We reserve the right to technical changes
without notice. Errors excepted.

Technische Daten/Technical Data

E
A

N
E

A
N

CB-SERIE
Kugelköpfe/Ball heads

SK-Einheit mit drei eingebauten 
Wasserwaagen. Für CULLMANN 
SK-Platte CX470/ CX480
QRC-System* with three integra-
ted spirit levels. For CULLMANN 
QRC-System* plate CX470/ CX480

Bewährter Entriegelmechanis-
mus für optimale Sicherheit 
Tried and tested release 
mechanism for optimal safety

Praktischer Wechselteller mit 1/4“
Kameraschraube und Blitzschuh 
(Mod. CB2.7) 
Convenient camera plate with 
1/4“ camera screw and hot shoe 
(mod. CB2.7)

40027 CB2.7 Aluminium 53 85 1 4007134 40027 6

40071 CB7.1 Aluminium 80 260 4 4007134 40071 9

40073 CB7.3 mit/with CX440 Aluminium 90 300 4 4007134 40073 3
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CB Kugelköpfe / Ball heads

*QRC-System is an abbreviation for CULLMANN Quick-Release Coupling System 


